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A CHALLENGE FOR 
YOUR aGRICULTURAL 
YIELD

MICHELIN
spraybib

  

 LONG FOOTPRINT                                                      
 - Less ruts and maximised yields

 - Better grip

 REINFORCED TREAD LUGS
 -  Longer service life to reduce  

damage caused by stubble

 REINFORCED BEAD 
 AREA FOR A GREATER 
 LOAD CAPACITY                       

 CASING WITH 
 MICHELIN ULTRAFLEX 
 TECHNOLOGY                         

MICHELIN SPRAYBIB: A COMPREHENSIVE RANGE
•   Reinforced bead area with more robust crown plies

• Reinforced tread lugs to reduce damage caused by stubble
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 38 VF 380/80 R38 167D TL 
352109 382  1577  726  4712 DW13 DW12 795  231  38  

 Bar  1.80   2.00  2.20   2.40   2.60   2.80  3.00 3.20   3.40   3.60   3.80   4.00   4.20   4.40
 Psi  26 29 32 35 38 41 44 46 49 52 55 58 61 64
 65 km/h    3650 3750 3940 4125 4315 4500 4625 4750 4875 5000 5225 5450

 Ø  CAI S D R’ R.C Recommended Acceptable Tube Interne volume Tread depth 
 inches Tyre size  mm mm mm mm rim rim (code) 75% (liters) (mm)

MICHELIN spraybib 
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 42 VF 320/90 R42 163D TL 
920383 332  1635 758 4890 DW11 DW10   195 36  

 Bar  1.80   2.00  2.20   2.40   2.60   2.80  3.00 3.20   3.40   3.60   3.80   4.00   4.20   4.40
 Psi  26 29 32 35 38 41 44 46 49 52 55 58 61 64
 65 km/h    3250 3350 3500 3650 3825 4000 4125 4250 4405 4565 4720 4875

 42 VF 480/80 R42 176D TL 
929553 489  1838  833  5471 DW16A DD16 - W16A 801  420  38  

 Bar  1.80   2.00  2.20   2.40   2.60   2.80  3.00 3.20   3.40   3.60   3.80   4.00   4.20   4.40
 Psi  26 29 32 35 38 41 44 46 49 52 55 58 61 64
 65 km/h  5000 5200 5400 5600 5875 6150 6425 6700 6900 7100    

 46 VF 380/90 R46 173D TL 
198604 383  1842  848  5530 DW13A DW12A - W12 - W12A 835  308  38         W13 - W13A

 Bar  1.80   2.00  2.20   2.40   2.60   2.80  3.00 3.20   3.40   3.60   3.80   4.00   4.20   4.40
 Psi  26 29 32 35 38 41 44 46 49 52 55 58 61 64
 65 km/h    4375 4625 4815 5000 5225 5450 5625 5800 5900 6000 6250 6500

 46 VF 480/80 R46 177D TL 
159186 485  1943  885  5790 DW16A (L) DW15L - DW16B - W16A 834  449  38  

 Bar  1.80   2.00  2.20   2.40   2.60   2.80  3.00 3.20   3.40   3.60   3.80   4.00   4.20   4.40
 Psi  26 29 32 35 38 41 44 46 49 52 55 58 61 64
 65 km/h  5300 5465 5635 5800 6075 6350 6625 6900 7100 7300

 50 VF 320/90 R50 166D TL 
946508 320  1850  866  5682 DW11 DW10 - W10 - W11 816  208  36  

 Bar  1.80   2.00  2.20   2.40   2.60   2.80  3.00 3.20   3.40   3.60   3.80   4.00   4.20   4.40
 Psi  26 29 32 35 38 41 44 46 49 52 55 58 61 64
 65 km/h    3650 3750 3875 4000 4190 4375 4500 4625 4795 4965 5130 5300

 50 VF 380/90 R50 175D TL 
722276 384  1951  903  5836 DW13B DW12A - W12A -W12B   329  38         W13A - W13B

 Bar  1.80   2.00  2.20   2.40   2.60   2.80  3.00 3.20   3.40   3.60   3.80   4.00   4.20   4.40
 Psi  26 29 32 35 38 41 44 46 49 52 55 58 61 64
 65 km/h    4625 4750 4950 5150 5375 5600 5800 6000 6150 6300 6600 6900

 50 VF 420/95 R50 177D TL 
085405 423  2052  937  6118 DW14B (A) DW13B (A) - W13B(A)   440  38         W14B (A)

 Bar  1.80   2.00  2.20   2.40   2.60   2.80  3.00 3.20   3.40   3.60   3.80   4.00   4.20   4.40
 Psi  26 29 32 35 38 41 44 46 49 52 55 58 61 64
 65 km/h  5150 5365 5585 5800 6075 6350 6625 6900 7100 7300

 50 VF 480/80 R50 179D TL 
431251 485  2045  935  6101 DW16A(L) DW15B (A) - DW15L - DW16B   480  38         W15B (A) - W16B

 Bar  1.80   2.00  2.20   2.40   2.60   2.80  3.00 3.20   3.40   3.60   3.80   4.00   4.20   4.40
 Psi  26 29 32 35 38 41 44 46 49 52 55 58 61 64
 65 km/h  5450 5685 5915 6150 6440 6725 7015 7300 7525 7750

 54 VF 320/90 R54 168D TL 
044008 323  1950  914  5851 DW11 DW10 - W10 - W11 816  240  36         

 Bar  1.80   2.00  2.20   2.40   2.60   2.80  3.00 3.20   3.40   3.60   3.80   4.00   4.20   4.40
 Psi  26 29 32 35 38 41 44 46 49 52 55 58 61 64
 65 km/h    3750 3875 4065 4250 4440 4625 4750 4875 5055 5240 5420 5600

 54 VF 380/90 R54 176D TL 
816598 384  2049  950  6131 DW13A W12A  350 37  

 Bar  1.80   2.00  2.20   2.40   2.60   2.80  3.00 3.20   3.40   3.60   3.80   4.00   4.20   4.40
 Psi  26 29 32 35 38 41 44 46 49 52 55 58 61 64
 65 km/h    4875 5000 5190 5375 5565 5750 5940 6125 6315 6500 6800 7100

MICHELIN ADVICE

machine #1

FRONT ........................... PRESSURE ..................... (bar/psi)

REAR ............................. PRESSURE...................... (bar/psi)

machine #2

FRONT ........................... PRESSURE ..................... (bar/psi)

REAR ............................. PRESSURE...................... (bar/psi)

UP TO 7 750 KG 
LOAD PER TYRE*

MICHELIN SPRAYBIB, 
HIGH LOAD CAPACITY FOR SPRAYERS

SOIL 
PROTECTION

COMFORTPRODUCTIVITY

+16%* - 25%* 65 km/h

Lower air pressure for the same  
load as an IF tyre

Improved load capacity for 
a better yield per hectare

A higher loadwith 
the same pressure, 

like an IF tyre

Maximum stability  
at high speeds  
(up to 65 km/h)  

guarantees improved 
comfort for the driveR

* Source: Michelin Test and Research Centre (Ladoux, France).Values measured in 2015  
   compared with a Michelin Agribib and Michelin VF offer, dimension 480/80 R 50


